
Model 1P-90945 SP-9413 CAT-MP100LF SP-9421 SP-9421-22060 200CR 200CR-22060

Motor   Continuous Continuous

Motor Size 3/5 Hp 1.0 Hp 1.0 Hp 2.0 Hp 2.0 Hp 2.0 Hp 2.0 Hp

Volts 110 110 110 110 220 110 220

Amps 4.5 8.5 7.6 14 7 14 7

Decibels 56 60 60 70 70 77 77

Air Delivery

40 PSI 1.6 3.1 4 6.4 6.4 6.5 6.5

90 PSI 1.2 2.2 3 5.3 5.3 5 5

MAX PSI 120 120 125 125 125 125 125

Pump

Lubrication Oil Free Oil Free Oil Free Oil Free Oil Free Oil Free Oil Free

Pump Type Single Piston Dual Piston Dual Piston Dual Piston Dual Piston Dual Piston Dual Piston

 Wear 3000 hrs. 3000 hrs. 4000 hrs. 3000 hrs. 3000 hrs. 4000 hrs. 4000 hrs.

Dimensions

Weight  10 lbs 21 lbs 23 lbs 40 lbs 40 lbs 37 lbs 37 lbs

Length 0 10.7" 10.5" 12.6" 12.6" 12.2" 12.2"

Width 0 5.1" 5.5" 6.1" 6.1" 8.58" 8.58"

Height 0 7.5" 8.5" 11.7" 11.7" 13.38" 13.38"

Certifications

Electrical ETL ETL / CE N/A ETL / CE UL / CE Pending Pending

Warranty

Months 12 12 12 12 12 12 12


