
Model CAT-8010SPC CAT-8010SPCAD CAT-8010DSPC CAT-8010DSPCAD CAT-10020SPC CAT-10020SPCAD CAT-10020DSPC CAT-10020DSPCAD CAT-20040SPCAD CAT-20040DSPCAD CAT-20040DSPCADC

Motor   

Motor Size 1.0 Hp 1.0 Hp 1.0 Hp 1.0 Hp 2.0 Hp 2.0 Hp 2.0 Hp 2.0 Hp 4.0 Hp 4.0 Hp 4.0 Hp

Volts 110 110 110 110 110 110 110 110 220 220 220

Amps 7.6 7.6 7.6 7.6 14 14 14 14 14 14 14

Decibels 40 40 40 40 58 58 58 58 65 65 65

Pump

Lubrication Oil Free Oil Free Oil Free Oil Free Oil Free Oil Free Oil Free Oil Free Oil Free Oil Free Oil Free

Pump Type Dual Piston Dual Piston Dual Piston Dual Piston Dual Piston Dual Piston Dual Piston Dual Piston Dual Piston Dual Piston Dual Piston

 Wear 4000 hrs. 4000 hrs. 4000 hrs. 4000 hrs. 3000 hrs. 3000 hrs. 3000 hrs. 3000 hrs. 3000 hrs. 3000 hrs. 3000 hrs.

Tank

Gallon Size 8 8 8 8 10 10 10 10 20 20 20

Tank Type Vertical Vertical Vertical Vertical Vertical Vertical Vertical Vertical Horizontal Horizontal Horizontal

Tank Material Steel/Epoxy Coated Steel/Epoxy Coated Steel/Epoxy Coated Steel/Epoxy Coated Steel Steel Steel Steel Steel Steel Steel

Maximum PSI 115 115 115 115 130 130 130 130 125 130 130

CFM @ 40 PSI 4 4 4 4 6.4 6.4 6.4 6.4 12.8 12.8 12.8

CFM @ 90 PSI 3 3 3 3 5.3 5.3 5.3 5.3 10.6 10.6 10.6

Dimensions

Weight  125 lbs 125 lbs 157 lbs. 157 lbs. 129 lbs. 129 lbs. 221 lbs. 221 lbs. 230 lbs. 390 lbs. 490 lbs.

Warranty      

Months 18 18 18 18 12 12 12 12 12 12 12

Accessory
Sound Proof Sound Proof Air Drying System Air Drying System   Air Drying System Air Drying System  Air Drying System Air Drying System

Item Cabinet Cabinet Auto Drain  Auto Drain Auto Drain Auto Drain Auto Drain Auto Drain
Auto Drain Sound Proof Cabinet Sound Proof Cabinet Sound Proof Cabinet Sound Proof Cabinet Sound Proof Cabinet Sound Proof Cabinet Sound Proof Cabinet Sound Proof Cabinet Sound Proof Cabinet


